
ficha técnica do produto  

Características 

BMXEHC0800

 

MODULO X80 -

 

CONTAGEM RAPIDA -

 

8/10KHZ

 
  

 

 
principal 
Linha de produto Plataforma de automação Modicon M340 

Tipo de produto ou componente Módulo contador 

Número de canais 8 

Frequência de contagem <= 10000 Hz 

Número de entradas 2 modo simples 
3 modo bifásico especial 

Compatibilidade de entrada Codificador incremental com saídas pressionar-
puxar poste de totem de 10...30 V 
Sensor de proximidade de 2/3 fios 19.2...30 V 

Tensão de entrada 24 V CC tipo 3 

 
Complementar 
Funções do contador Contagem de contador de 32 bits 

Eventos de contagem 
Contagem decrescente 
Medidor de frequência 
Contagem de ciclo (módulo) 
Contador cima/baixo 

Tempo do ciclo 5 ms 

Tensão de isolamento 1500 V para 60 s 

Tipo de entrada Alta velocidade 

Limites da tensão de entrada 30 V 

Corrente de entrada > 2 mA a 11 V 

Estado de tensão 1 garantido 11...30 V 

Estado de corrente 1 garantido 6 mA 

Estado de tensão 0 garantido < 5 V 

Estado de corrente 0 garantido < 1.5 mA 

Conexão elétrica 1 conector 20 pinos 

Consumo de corrente 200 mA 3,3 V CC barramento 
80 mA 24 V CC sensor 

Formato do módulo Padrão 

Peso do produto 0.113 kg 

 
Ambiente 
temperatura ambiente do ar para funcionamento 0...60 °C 

umidade relativa 10...95 % sem condensação 

grau de proteção IP IP20 

tratamento de proteção TC 

 
Oferecer sustentabilidade 
Status de oferta sustentável Produto Green Premium 

RoHS Conforme - from 0722 - Schneider Electric declaration of conformity 

REACh A referência contém SVHC acima do limite 

Perfil ambiental do produto Disponível 

Instruções sobre final de vida de produto Disponível 

 
Contractual warranty 
Período 18 meses 

A
s 

in
fo

rm
aç

õe
s 

fo
rn

ec
id

as
 n

es
te

 d
oc

um
en

to
 c

on
tê

m
 d

es
cr

iç
õe

s 
ge

ra
is

 e
 / 

ou
 c

ar
ac

te
rís

tic
as

 té
cn

ic
as

 d
o 

de
se

m
pe

nh
o 

do
s 

pr
od

ut
os

.
A

 in
te

nç
ão

 d
es

se
 d

oc
um

en
to

 n
ão

 é
 s

ub
st

itu
ir 

e 
nã

o 
de

ve
 s

er
 u

sa
do

 p
ar

a 
de

te
rm

in
ar

 a
 a

de
qu

aç
ão

 o
u 

co
nf

ia
bi

lid
ad

e 
de

st
es

 p
ro

du
to

s 
pa

ra
 a

pl
ic

aç
õe

s 
es

pe
cí

fic
as

 d
o 

us
uá

rio
.

É
 d

ev
er

 d
e 

qu
al

qu
er

 u
su

ár
io

 o
u 

in
te

gr
ad

or
 re

al
iz

ar
 a

 a
ná

lis
e 

de
 ri

sc
o 

ad
eq

ua
da

 e
 c

om
pl

et
a,

 a
va

lia
çã

o 
e 

te
st

e 
do

s 
pr

od
ut

os
 n

o 
qu

e 
di

z 
re

sp
ei

to
 à

 a
pl

ic
aç

ão
 e

sp
ec

ífi
ca

 re
le

va
nt

e 
ou

 u
til

iz
aç

ão
.

N
em

 a
 S

ch
ne

id
er

 E
le

ct
ric

, n
em

 q
ua

lq
ue

r u
m

a 
de

 s
ua

s 
fil

ia
is

 o
u 

su
bs

id
iá

ria
s 

de
ve

m
 s

er
 re

sp
on

sa
bi

liz
ad

as
 p

el
o 

us
o 

in
de

vi
do

 d
as

 in
fo

rm
aç

õe
s 

aq
ui

 c
on

tid
as

.

1 / 3

RUNTAL BRASIL (11) 2626-4645



 
Modules Mounted on Racks  

Dimensions 

  
 

 

 

 
 
Counting Module Wiring  

Pin Assignments 

Sensor Connection Example 

(1) With removable terminal block (cage, screw or spring).

(2) With FCN connector.

(3) On AM1 ED rail: 35 mm wide, 15 mm deep. Only possible with BMXXBP0400/0400H/0600/0600H/0800/0800H rack.

Rack references a in mm a in in. 

BMXXBP0400 and BMXXBP0400H 242.4 09.54 

BMXXBP0600 and BMXXBP0600H 307.6 12.11 

BMXXBP0800 and BMXXBP0800H 372.8 14.68 

BMXXBP1200 and BMXXBP1200H 503.2 19.81 

IN_A input for channel 0 2 1 IN_AUX input for channel 0 

IN_A input for channel 1 or IN_B input for channel 0 4 3 IN_AUX input for channel 1 

IN_A input for channel 2 6 5 IN_AUX input for channel 2 

IN_A input for channel 3 or IN_B input for channel 2 8 7 IN_AUX input for channel 3 

IN_A input for channel 4 10 9 IN_AUX input for channel 4 

IN_A input for channel 5 or IN_B input for channel 4 12 11 IN_AUX input for channel 5 

IN_A input for channel 6 14 13 IN_AUX input for channel 6 

IN_A input for channel 7 or IN_B input for channel 6 16 15 IN_AUX input for channel 7 

VDC + power supply for sensors 18 17 Return + 24 V power supply for sensors 

Functional earth, for shield continuation 20 19 Functional earth, for shield continuation 
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Incremental Encoder Connection Example for Axis Control 

  

Channels 0 to 5 are still used in single mode. 

Channel 7 is no longer available. 

Recommended Circuit for a Highly Disturbed Environment Using BMXXSP•••• Electromagnetic Protection Kit 
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